URBAN STANDARD SPECIFICATIONS Tor PUBLIC IMPROVEMENT MANUAL
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FULL-DEPTH SAW-CUT VERTICAL OR PITCHED AT 5 DEGREES

FOR REMOVAL OF SLAB IN ONE PIECE. MAXIMUM SAW DEPTH
REQUIRED 10" OR FULL DEPTH, WHICHEVER IS LESS.

{ 2" MIN. SURFACE COURSE
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PLACE BACKFILL IN
MAXIMUM 6" LIFTS.

IOWA D.0.T. CLASS ‘A’
CRUSHED STONE MAY BE
USED AS ALTERNATE
BACKFILL MATERIAL
COMPACTED TO 957
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ASPHALTIC CONCRETE
FULL DEPTH PATCH
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ASPHALTIC
CONCRETE
BASE COURSE
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WHEN HOT MIX ASPHALT IS NOT
AVAILABLE, APPROVED TEMPORARY
WINTER PRE-MIX CAN BE SUBSTI-
TUTED UNTIL HOT MIX CAN BE
SUPPLIED WITH APPROVAL

FROM THE JURISDICTIONAL
ENGINEER.

MAX. DENSITY.
REV. | DATE BY ASPHALTIC CONCRETE FIGURE: 7040.3
DATE: 0I-01-98 FULL DEPTH PATCH DETAILS
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